
Perfect for use by dismounted/assaulting 
EOD units

Patented technology

Very lightweight, low NEQ, powerful effect

Low NEQ suitable for use in confined spaces

Assault IED Disruptor

ALPHAMOD

AlphaMod™ is a powerful, compact, lightweight, and low NEQ assault IED disruptor 
that incorporates high-performance water-shaped charge technology.  

AlphaMod is a disruptor designed for quick manual deployment by dismounted 
and assaulting EOD units. Its versatility is further enhanced by the capability to be 

deployed individually or in multiple arrays using an ROV, 
making it suitable for a wide range of target IEDs.

TECHNOLOGIES



ALPHAMOD Performance
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TECHNOLOGIES

Patented technology produces a blade-like jet of water, with sheet explosive or 
detonating cord as the propellant and water as the projectile.

Low NEQ enables use in confined spaces without creating significant 
overpressure. When loaded, the charge weighs less than 0.25kg (0.55lb), giving the 
equivalent disruption to medium and large cartridge-driven disruptors. 

Accessories include magnets, tape adhesives, and stands to enable rapid and 
secure emplacement in complex environments, both land and martitime. 

A single module is capable of disrupting a small wooden, plastic, or metal box. 
AlphaMod is highly effectiveat rendering safe small to medium-sized IEDs. It can be 
configured as a directional shaped charge disruptor or as a general omnidirectional 
water disruptor. It can also be used as an access tool to explosively open vehicle 
trunks/boots and as a simple Explosive Method of Entry into buildings.

AlphaMod can be used effectively as a single charge, but can also be linked 
together as an array using boosters and detonating cord to ensure simultaneous 
detonation, the charges can be placed end-to-end or completely separate, aiming at 
multiple IEDs/components.

• Dimensions: 70* x 50 x 70 mm
• Weight empty: 0.056kg
• Weight loaded: 0.21kg
• Water capacity: 150ml
• Volume of projected water: 40ml
• NEQ: 4-20 g 

* 85mm inc. filling caps


